
Fiat 500

Installation kit includes the following items:

* 1X 2-ISO 100 mm. metal bracket 
* 1X Replacement frame
* 2X Ventilator shaft
* 2X Mounting plates 
* 2X Mounting spacers 
* 4X Screws 
* 2X Radio removal keys
* 1X Cushion

Installation manual for:



Without removing it, cut the front of
the air-vent duct as shown. It is
recommended to offer the cage to the
opening to check the measurement
before the fi nal cut
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Insert the paddles into the cut ducts, 
using the “U” section to guide the correct
position.Remove backing paper and the 
stick the foam block in central position
as shown.
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Locate the cage in position, ensuring
correct alignment to the foam block
and screw, as shown.
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Insert the Radio / DVD / Navigation unit
into the cage until the springs
click and engage fully.
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Remove the original air ventilation 
shafts. See picture 3

Remove the original radio and air-vent 
cover.

Using a screwdriver, or similar, push
the paddles against the sides of the Radio 
/ DVD/ Navigation unit to ensure correct
airfl ow from the ventilation ducts.
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Carefully apply the Housing
/ Panel First locate the top
clips and then the lower section
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Use this hole

Use this hole

Alpine IVA-W205R

We advice to use the following positions.
Other positions are also possible.

Use position 2 marked with a cross.
Use position 10 & 12 marked with an arrow.
Measured from left to right.

Alpine IVA-W200Ri

We advice to use the following positions.
Other positions are also possible.

Use position 2 marked with a cross.
Use position 14 & 16 marked with an arrow
Measured from left to right.

Use this hole

Use this hole

Clarion MAX668RVD

We advice to use the following positions.
Other positions are also possible.

Use position 2 marked with a cross.
Use position 12 & 14 marked with an arrow.
Measured from left to right.

Clarion WXZ468RMP

We advice to use the following positions.
Other positions are also possible.

Use position 2 marked with a cross.
Use position 14 & 16 marked with an arrow
Measured from left to right.



Use this hole

Use this hole

Pioneer HD1BT

We advice to use the following positions.
Other positions are also possible.

Use position 1 marked with a cross.
Use position 14 & 16 marked with an arrow.
Measured from left to right.

Pioneer Avic D3

We advice to use the following positions.
Other positions are also possible.

Use position 1 marked with a cross.
Use position 9 & 11 marked with an arrow
Measured from left to right.

Use this hole

Use this hole

Kenwood DDX6029

We advice to use the following positions.
Other positions are also possible.

Use position 1 marked with a cross.
Use position 5 & 7 marked with an arrow.
Measured from left to right.

Kenwood DDX 7025

We advice to use the following positions.
Other positions are also possible.

Use position 1 marked with a cross.
Use position 14 & 16 marked with an arrow
Measured from left to right.


