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Hyundai Genesis GenesisVIM 

Adds Video-In-Motion to 2009 Hyundai Genesis vehicle. 

What’s in the box Package Contents 
 

1. NAV-TV Interface module 
2. T-Harness 
3. USB cable 

 

Radio Removal Dash Image 
 

1. Using a plastic pry tool remove the bezel from 
around the DVD player to expose DVD/Radio 
tuner.  

2. Lay down a cloth or a towel on center console as 
to not scratch console when radio is removed. 

3. Remove (4) Phillips head screws from all (4) 
corners and (2) 10mm nuts from both sides. 

4. While holding down the brake pedal. 
Shift vehicle into Drive to remove radio. Pull radio 
straight out. 

5. Remove factory wire harness from behind radio. 
6. Remove factory fiber optic line from factory 

harness connector. 
7. Insert fiber optic line into T-harness. (Radio side). 
8. Plug T-harness into radio, the other end of the T-

harness into factory harness connector. 
9. Plug in the interface module and mount behind 

radio/dash. 
10. Reinstall in reverse order. 
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Activating Interface Steering Wheel Controls 
 

1. Press Voice command button for 3 seconds to 
enable/disable Video-In-Motion. 
 

 

 
 

 

 
Agreement: End user agrees to use this product in compliance with all State and Federal laws. NAV-TV Corp. would not be held liable for misuse of its product. 

If you do not agree, please discontinue use immediately and return product to place of urchase.  p
This product is intended for off-road use and passenger entertainment only. 
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