
We recommend reading this installation guide first before starting any 
work.  Following these instructions from “Start” to” Finish” will ensure 
a smooth and hassle free installation. We offer telephone support M-F 
9:00 AM – 5:00PM PDT at 1 (855) 822-1348. We are here to help.

PARTS INCLUDED:
(1) Interface Module
(1) Ford Harness
(1) Instruction Sheet

PRECAUTIONS:
- Remove the negative side of the battery to avoid any short circuits
   durring the installation.
- Do not install the interface near any major components or near the
   HVAC system. This may cause damage or overheating to the vehicle.

PRELIMINARY:
Please read the entire mannual before installing this interface.
This unit provides the following:
- 12V Acc Output (3A Max)
- Illumination Output (250mA Max)

Before installing this interface please review the options before
removing the factory radio. Some options may need to be adjusted
prior to removing the factory radio. Options include:
- Premium Sound
  Use the single BLACK RCA connector to retain the factory subwoofer.
- Auxiliary Input
  Use both the RED and WHITE RCA connectors to retain the factory
  3.5mm auxiliary input (if e quipped)

RADIO REPLACEMENT INTERFACE FOR SELECT FORD, LINCOLN & MERCURY VEHICLES 2005-UP

FORD
2007-10 Edge
2008-12 Escape
2007-12 Expedition
2006-10 Explorer
2007-10 Explorer Sport Trac
2009-12 F-150
2008-12 F-250
2008-12 F-350
2008-12 F-450
2005-07 Five Hundred
2008-11 Focus
2006-07 Freestyle
2006-12 Fusion
2005-12 Mustang
2008-12 Taurus

LINCOLN
2009-11 MKS
2007-10 MKX
2007-10 MKZ
2007-12 Navigator
2006-06 Zephyr

MERCURY
2007-10 Mariner
2006-10 Milan
2005-10 Montego
2006-10 Mountaineer
2008-09 Sable

* Installation Note:
Not compatible with factory-
installed SONY systems and THX 
systems w/ amplifier.
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The module has been rated for upto 3A max of output.
For applications demanding a continuous output of 3A or more,
we reccomend using a standard BOSCH (SPDT) relay.
See your local car audio specialist.
Below is a diagram on how to install the BOSCH relay.

OVERVIEW OF INSTALLATION CONNECT THE WIRES, 
COLOR FOR COLOR.

INSTALLATION TIPS
1. Test the radio for power, turn the key to the “ON” position and 
    confirm that the new radio is getting power. If no power, please
    revise your wiring connections with multi-meter, avialable at your 
    local car audio dealer.

2. Test the vehicle’s RAP (Retained Acc Power) system, close all the   
    doors and turn the key to the “OFF” position, access to the radio 
    should stay on. Open the driver’s door to cancel the RAP system, 
    and turn off the Acc Power.

Black   = Ground
Red   = Accessory
Yellow   = Constant
Orange   = Illumination
Violet/White = VSS
Blue/White  = Amplifier Turn-On
Yellow/Black = Parking Brake
Red/White  = Reverse Trigger
White   = Left Front (+)
White/Black  = Left Front (-)
Gray   = Right Front (+)
Gray/Black  = Right Front (-)
Green   = Left Rear (+)
Green/Black  = Left Rear (-)
Purple   = Right Rear (+)
Purple/Black  = Right Rear (-)
Blue  = Power Antenna

WIRING COLOR CODES

The color code section above is using the industry standard E.I.A.
color codes.


